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Mercedes-Benz video interface

The interface is for E300, C280, GLK, S series with LVDS interface for supporting RGB, and AV input.and can switch the original car 
signal to the headset monitor,so the passager can watch the car original DVD, and navigation system . The main function as below:

1. it is suitable for all new version Mercedes-Benz E series W212, C280, GLK W204, and S series W221,etc
2. car original buttom switch to operate navigation. (the buttom pull behind for a longer time to switch the function.
3. when opening monitor, ACC will supply power to navigation and the after-market units.
4. Just PLug and play, will not damage the original equipments.

5. It is with HD digital signal transmittion, and via our interface connection, the DVD, and navigation signal can be transmitted to the headset monitor
6. Each headset monitor is connected with the interface by a special cable, it is easy to instal. and the headset monitor's

power consumption is very small comparing with the car original design power supply to these headset monitor

7. the working temperature: -40-85 degree to meet with CCC disturb

The button for

the behind passanger
car original signal to monitor this connector to monitor jack

NAV

Camera
original video input:

is the same. is the 

opposite as the above . after input it, use a 
metal line to tight car original connector 
with small PCB GND cable, then use insulating 
circule tightly to anti disturb

the other GND cable is for
connecting GND on
monitor through this frame
or the screw hole 
behind of the monitor

which can remove the disturb
when car horning

BOX for connecting
CAN cable behind of
the monitor

6PIN Connector instruction on interface and CAN BOX
Yellow constant Black: Ground to ground

Red: when monitor is working, this cable output is 12V, when close, it is 0V the signal can 

be transmitted to navigation or camera to be as ACC.

Green: reverse camera cable for connecting rear light 12V cable

White: Signal switch cable, when connecting 12V or 5V, it can switch . It can be also connected to outside switcher
The MAX is this signal is only contrlled monitor picture , in common, it comes from 
BOX. The headset montor picture switch, by the side buttom.

Gray: BOX provide the digital signal to video interface
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2. DIP        
                                              

DIP  到 ON 到 OFF 

1 RGB  RGB  

2,3 AV1/2  AV1/2  
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Installation example for others is the is similar

Detach air outlet first, no screw, only the bayonet
Then you can see 4 screws,
up two for fix monitor, down two for fix CD.

Then to remove the two screws for fix
monitor , and take monitor out.
Do not detach CD.

Then can see there are two connectors behind of the monitor
10PINS  video connector is for monitor,8PINS is for 
power with CAN Cables.The interface video signal input
and output is via this 10PINS connector. 8PIN connector 

to provide interface CAN signal and power supply.
Connection

car original cable (8PIN)description

Black

Black/white

Brown Two are the same

Red/Blue

CAN Cable (4PIN)

Brwon/orange (twisted)

Brown/blue (twisted)

Black
Yellow

Note: The CAN twisted cables is wrong connection will not damage the equipment.
only re-connect them is ok, When connection is right, when turning on monitor,
CAN BOX LED will twinkle

Navigation and interface need to instal behind of the draw

Open the drwa, there are four screws,
remove these four screws, and then take out the draw
the behind place can put navigation and interface
PLease note:UAX input jack is also in the draw,
when detaching draw, please careful the AUX cables.

please notce: do not detach 
car monitor harness.

SET

Input Close

useless

available disable

when gear is in back, the Green cable is 12v, switch to reverse camera when reverse car, the picture is switched back to car original picture



The side button is for video circuling operation.

Advise data:AUX video picture H level adjustment.

Picture contrast
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Bright[ ]   
Contrast[   
Color[ ]   

IR-NAVI   

IR-DVD   

IR-AV2   

H LOC  48 
V LOC  14 

RH LOC  

RV LOC  
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Picture

Set Up position For future application

Down : single operation.disconnect original car.

UP: interface is working, and with original connection with car.
if connect with original monitor, set it UP, 

or picture will up and down move

If add rear camera with interface, please set DIP5 down.

The three side buttoms application: when press the buttom, the OSD MENU will show as below:
then you can adjust the data.

SUN label Picture Bright

Black and white label

color board picture color adjustment

select the navigation brand name

select DVD brand operation

select TV brand

AUX video piture V level adjustment. Advisement data:

original car picture H level adjustment on headset monitor
original picture V level adjustment on headset monitor.

Operation instruction: AV1 for DVD operation, AV2 for TV operation:

car original buttom can control DVD. move buttom left or right can show MENU,
Press C buttom, can transmit IR instruction.to DVD remote
controller. the signal transmitting cable is one AV1, and AV2 gray cable.

Shor press C to confirm , And Long to press C to MENU

The AV cable's gray cable is the IR signal output transmittion.

it is for connection DVD/Navigation IR signal input cable
then can operate by original car button.

Navigation operation:
Press this buttom, switch back to car original Picture

Press C= mean to Confirm
But in S eries: it means NAVI

Please do not use this Buttom, when 
add after-market navigation .the arrow label is for UP, Down, Left, and Right 
is the same as navigation . Press Rigth arrow long time: Backword
Press Down arrow 3 second: Switching RGB--AV1--AV2--Original picture for circuling operation.

Headset Operation:
When press this buttom, will show on headset monitor:

Original car picture--RGB--AV1--AV2--original picture...... Each function whether can be showed is also
controlled by the DIP Switcher.

When original monitor is showed Navigation, original DVD and other picture, this button is only available for headset monitor.
do not switch the original monitor pictures

Original monitor shows original DVD: When car move, the original monitor will close the original picture.
If behind passgaer need to watch DVD, need to add DVD case to avoild distrubing the driver.



AV1 input 碟，松下碟箱,iPOD等 
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car original operation available units:
RGB input Navigation Panasonic

DVD Sanyo 6 DISC Alphine Case NECVOX Case

AV2 Input TV Hintone, Panasonic, Shinco, Ipod, ect

to select DVD and Navigation brand name, can be use the three side buttons.

Shortcoming: rear camera is with shaking or other disturb with the engine work1.
If add after-market camera, please do not connect ground in behind of car, 
only connect power cable to the rear light is ok. The camera yellow jack is with Ground function.
Another way is: use CAN BOX yellow cable (ACC) to connect camera power cable, this will remove the camera noise.

2. after instal DVD case, the picture will be nosed.
We have video filter adaptor, this can remoce the picture noised.

3. The picture is not in the middle of the monitor.
there are two reason will cause this problem haeepns:
One is the picture level data is not good by your adjustment, can be made by the side of three buttons.

The other is, for Mercedes-Benz car, the different models, the pictures show in monitor's position is not the same, 
So can use the side of three buttom to adjust the H/V position.

The suitable Molde cars for our Video interface:

Model No: Interface

this interface
this interface

this interface

New Series

series

With Slot on monitor With SD slot function interface

Series B series video interface


