


Pre-Installation Disclaimer:

By purchasing and installing our products, you agree that NAV VIDEO Inc., its employees and affiliates
cannot be held responsible for any accidents, tickets, misuse of products or damage caused to your vehicle.
The driver must always keep their eyes and attention on the road at all times. Our products are intended for
passenger entertainment and off-road use. In some states it is illegal to have a TV viewable by the driver
while the vehicle is in motion, please obey your state laws. In addition it is your responsibility to provide this
disclaimer to any party that may purchase your NAV VIDEO navigation interface from you, in or out of your
vehicle. NAV VIDEO cannot be held responsible for discrepancies, or inconsistencies that may occur due to
vehicle manufacturing changes. Please adhere to all state and federal laws when operating your video
interface.

Product Overview (NV_CTSUNLOCK)
Once installed the NAV VIDEO CTS Unlock Module will enable you to:
e Watch DVD movies played in the front factory DVD player on the screen while the vehicle is in
motion.
« Enable you to enter addresses into the navigation system and operate the nav system while the
vehicle is in motion (map tracking is stopped while on unlock mode, to re-enable simply press the
mute button on the steering wheel 4X)

Operating Instructions

VOICE / MUTE BUTTON ON THE STEERING WHEEL SHOWN ABOVE

1. To enable video viewing of your Factory DVD player or console mounted AUX input jacks, press the
MUTE button on your steering wheel four (4) times within 3 seconds while in DRIVE.

2. If you wish to input addresses, points of interest, view additional XM category information, or enable any
other available blocked radio function or text— all while in motion — Press the MUTE button two (4) times
within 3 seconds. During this time, tracking will be disabled. To re-enable simply press the button again 4
times.

Installation of the NV_CTSUNLOCK
Installing the NV_CTSUNLOCK module is very easy, the installation is completely plug and play.

Step 1: Setup DIP Switch Setting

*IMPORTANT** SET SWITCH SETTINGS BEFORE PLUGGING INTO THE
WIRING HARNESS TO INSURE PROPER PROGRAMMING WHEN
INITIALIZED.



Step 2: Remove Trim Panels

Use a small flathead screw driver to pop the trim panel around the navigation unit. Gently pry off by grabbing
around the edges with your hands.







